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A cost effective and easy-to-use 
scale installed on both tracked 
and wheeled 360 degree 
excavators to weigh the amount 
of material in the bucket, 
grab or clamshell.

With the ever increasing focus on productivity, LOADEX 100 
has been designed to operate within the fastest loading 
environments maximising tons per hour performance.

Loading correctly fi rst time eradicates return trips to the 
stockpile reducing vehicle movement, fuel usage and 
machine & tyre wear.

FUNKSJONER
•	 Automatisk produktgjen- 

kjenning med GPS  
(tilleggsutstyr)

•	 Inngang for ryggekamera
•	 Justerbar veiehøyde
•	 Trådløs dataoverføring 

 (tillleggsutstyr)
•	 Statisk og dynamisk veiing
•	 Deling av last (bil og henger)
•	 «Tipp off» funksjon.

Loadex 100 er en gravemaskinvekt som er like enkel i bruk som  
hjullastervektene fra RDS.

Last bilene riktig med Loadex 100. Du kan også bruke innebygget  
registerfunksjon til å holde kontroll på hvilke biler som har blitt lastet,  
lastested, leveringssted, massetype, kunde og prosjekt navn/nr. 

Lagrede data kan hentes ut via Utskrift/Printer, USB (CSV format) eller  
sendes trådløst til kontoret via GSM.

Vi måler alle bevegelser på maskinen, for stabile vektavlesninger.
Loadex 100 jobber dynamisk , også i svingbevegelse.

Egner seg best for maskiner fra 25-30 tonns klassen og oppover, da disse 
maskinene har en jevnere/roligere lastesyklus.

TEKNISKE DATA
Spenning: 		  10-30 volt DC
Nøyaktighet: 		  +/- 3%
Trykk på sensorer: 	 0-400 bar
Skjerm: 		  7’’ Farge Touch skjerm IP54
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